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SUPPLEMENT TO INSTALLATION / OPERATING 
INSTRUCTIONS 
 

INSTALLATION CLEARANCES AND FLOOR PROTECTOR 
(HEARTH) REQUIREMENTS: 
 
REFER TO ATTACHED AS 2918 CONFORMANCE INFORMA-
TION – DISREGARD ANY CONTRADICTORY INFORMATION IN 
INSTRUCTION MANUAL. 
 
FUEL TYPE: 
 
REFER TO COMPLIANCE LABEL – DISREGARD ANY CONTRADICTORY FUEL TYPE INFORMATION 
IN INSTRUCTION MANUAL 
 
 
WARNING: THE APPLIANCE & FLUE SYSTEM SHALL BE INSTALLED IN ACCORDANCE WITH AS/
NZS 2918 AND THE APPROPRIATE REQUIREMENTS OF THE RELEVANT BUILDING CODE OR 
CODES. 
 
WARNING: APPLIANCES INSTALLED IN ACCORDANCE WITH THIS STANDARD SHALL COMPLY 
WITH THE REQUIREMENTS OF AS/NZS 4013 WHERE REQUIRED BY THE REGULATORY AUTHOR-
ITY, I.E. THE APPLIANCE SHALL BE IDENTIFIABLE BY A COMPLIANCE PLATE WITH THE MARKING 
“TESTED TO AS/NZS 4013”. 
 
ANY MODIFICATION OF THE APPLIANCE THAT HAS NOT BEEN APPROVED IN WRITING BY THE 
TESTING AUTHORITY IS CONSIDERED TO BE IN BREACH OF THE APPROVAL GRANTED FOR 
COMPLIANCE WITH AS/NZS 4013. 
 
CAUTION: MIXING OF APPLIANCE OR FLUE SYSTEM COMPONENTS FROM DIFFERENT SOURCES 
OR MODIFYING THE DIMENSIONAL SPECIFICATION OF COMPONENETS MAY RESULT IN HAZARD-
OUS CONDITIONS. WHERE SUCH ACTION IS CONSIDERED, THE MANUFACTURER SHOULD BE 
CONSULTED IN THE FIRST INSTANCE. 
 
CAUTION: CRACKED AND BROKEN COMPONENTS, e.g. GLASS PANELS OR CERAMIC TILES, MAY 
RENDER THE INSTALLATION UNSAFE. 
 
 
FOR UNITS FITTED WITH APPROVED HOT WATER BOOSTER 
 
WARNING: DO NOT CONNECT TO AN UNVENTED HOT WATER SYSTEM. 
 
INSTALL IN ACCORDANCE WITH AS 3500.4.1 OR NZS 4603 AND THE APPROPRIATE REQUIRE-
MENTS OF THE RELEVANT BUILDING CODE OR CODES. 



OVERALL DIMENSIONS: S/Star D90 Trad 
  
HEIGHT (mm) 
 to top of platerack  1400  1420 1384 
 to hob level   890  915 876 
DEPTH    600  600 617 
WIDTH    920  890 914 
Weight    420kg  350kg 325kg 
 

CLEARANCES TO COMBUSTIBLE SURFACES:  
   Left  Right  Rear 
Below Hob: 
S/Star & D90 35mm  35mm  25mm 
Traditional  100mm 150mm 25mm 
Above Hob: 
S/Star & D90 300mm 300mm 
Traditional  450mm 400mm  
 
Above clearances apply only to units with splashback fitted.See installation guide for further detail. 

  Super Star      Deluxe 90      Traditional 

Installation clearances as tested to AS2918:1999 
































